~ .. Department of Property&Procurement

o | Govermment of the United States Virgin Islands
- 3274 ESTATE RICHMOND, CHRISTIANSTED, U. S. VIRGIN ISLANDS 00820
' 8201 Sus BAsE, 3RD FLOOR, ST. THoMaAs, U. S. VIRGIN ISLANDS 00802
ST. CROIX MAIN OFFICE: 340.773.1561 | ST. THOMAS MAIN OFFICE: 340.774.0828
ST. CROIX FAX: 340.773.0986 | ST. THOMAS FAX: 340.777.9587
HTTP://DPP.VI.GOV

March 25, 2019

AMENDMENT #2 -IFB023DOPT19 (c) - To Repair & Renovate Division of
Personnel, located in the GERS building

The Department of Property and Procurement is strongly recommending that
bidders conduct a walk-through to encourage responsive bidding, due to modified
Scope of Work.

Please contact Ms. Oretha Connor:

(340) 774-8588 or Email: oretha.connor@dop.vi.goy
Also, see additional modifications:

Vinyl Composition Tile (VCT) 12"x12"/1/8" thick commercial grade. Color to be
selected by the owner

Remove and Install Interior window fixed glass 4X4 including casement and wood
trim

ALL OTHER TERMS AND CONDITIONS REMAIN UNCHANGED.

BIDDERS MUST ACKNOWLEDGE RECEIPT OF THIS AMENDMENT WITH THEIR BID
PROPOSAL.




SECTION 09451 ~ RESILIENT TILE FLOORING
DEPARTMENT OF PERSONNEL - GERS BUILDING THIRD FLOOR
St Thomas U, §. Virgin Istangs

FART 1 - GENERAL

1.1 RELATED DOCUMENTS

A

1.2 SUMMARY

AL

1.3 SUBMITTALS
A.

B'.

Drowmgs and general prowsmns of the Contract, |nclud|ng General and Supplementary
Condifidns. and Diviston T Specificdtion Sections, apply to s Section,

This Seclion includes the. fallowing:
1. Minyl composition floor ile,
2. Restlient wall base and-accessories,

Related Sechons include thg: fo[!owmg

1. [Dwrs:on 9 Sechon "Resilient Wall Base and Accessories" for resiient wall base,
reducer strips, and other accessories |r_1_sic|!lec_:i with restiient floor files.

Product Data: For each tpe of pr‘oduc’r spacified.

Samples for Initicil. Selection:: Manufacturers color charts. consisting of units or sections of units
showing the full range of colors and patterns avallable for each fype of product indicated.

']Sc:mpies for \/enfcahon Full-sizertiles of each different color dnd pattem of résilient

floor tile specified, showing the full range of variafions expected in these characteristics.

1, For tesilient accessories, manufactorer's standord—sme samples, but not less
than 12inches {300 mmj long, of gach resilient accessory color and patfern
specified.

'IF'roducT Ceriificates:. Signed by moaufaciurers of resilient products certifying that:

each product furnished complies with reguirerments.

Maintenarice Data: For resilient floor flle to include in the maintenance manugls

specified in Division 1.

1.4 QUALITY ASSURANCE

A,

Installer Qualifications: Engage an experienced nstaller 16 perform work of this-Section ' who
has speciaiized in instaling resiient products similar 10 thosé required for this Project and with
arecord of suécessul in- sewlce performance.

1.5 DELIVERY, STORAGE, AND HANDLING

A.

Fage T af 5.

Deliver products to Project sife in manufacturer's original, unepened caitons and
containers, each:pearing names of product and manufacturér, Project identification, and
shipping and handling instructions.

Store-products in diy spaces protected from the weather, with ambient temperatures
maintained betweéen 50 and 90 deg F {10.and 32 deg Cl

Store t1és on fiaf surfaces.

Nov_e products into spaces wh_ete_'fhey_will-be installed-at legst 48 hours:-bisfore
instollation, unless longer conditioning pefiod is recommended in wiiting by
manufactuter.

'(f96'ilf‘1FS!lEE\T TELE FLOORE\Q PERSONNEL DEPAR,I.'ME.'\E-T THIRD FLOOR GERSY
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~ SECTION 09451 ~ RESILIENT TILE FLOORING
DE'PARTMENT OF PERSQN_NE_L ~ GERS BUILDING THIRD FLOOR
3t Thomas U S. Virgin Islands

‘1.6 PROJECT CONDITIONS

A, Maintain a- terperature of not iess than 70. .deg F (21 deg C) or more than 95.deg F
(35 deg C) in spaces to receive products for at least 48 hours before instaliation,
during installafion, and for atteast 48 hours after installation, unless manufacturer's
wiitten recommendations specify fongerfime penods After poshns’ro[lafion perod,
maintain a Tempemture of not lgssthan 55 deg F (13 deg €} or more than 95.deg F
(35 deg C)

B. Do not install preducts unfii they are at the same termperature as the. space - where
they are to be installed.

C.  Close spaces tofraffic during floofing instdliction dnid for time period differ
instaliation recommended in writing by manufacturer.

D. Fnsk:zll tles and accessories affer other finishing operations, :ncludmg painting; have
been completed.

E. ]Where demiountable pdriitidns and other items dre indicated for rns’;ollohon ontop
of restlient tife flooring, Install file: before these items are Installed,

1.7 EXTRA MATERIALS

A furn:sh exira materials descrlbed below. that match products instdlled, are.
packaged with protective covering for siorage. and are identified with labels
désciibing contents.

1. Furnish not less than one box for edceh 50 boxes-or fraction thereef, of each
type, color, pattem, class, wearing surface, and sizé of resilient He floaring
instalied.

2. Furnish not less than 10.iihear feet [3.lingar my for each 500 linear feet (130

linear m} or fraction thereaf, of eqch type, color, paftern, and size of resitent
accassory installed: _
3. Deliver exirg materials fo Ownet.

PART 2 - PRODUCTS
2.1 MANUFACTURERS

A, Available Products: Subject fo compliance with requirements, products thaf may
be incorporated into:the Work include, but are not imited to, those indicated in the,
Resilient Tile Figoring Schedule shown ¢rithe Drawings.

2.2 RESILIENT TILE

]
A, vinyl Composition Floor Tile: Froducts complying with ASTM F 1064 .dnd with

reguirements specified inthe Resliient Tle Fooring Schedule.
'2.3 RESILIENT ACCESSORIES

A. Vinylt Wall Base: Products complying with FS 8§5-W-40, Type i and with requaremenfs
specified in the Resiient Tile. Floonng Schedule,

2.4 INSTALLATION ACCESSORIES.

A Trowelable Leveting and Patching Compounds! Latex-modified, portldnd-cement-
based formulation provided or appreved by flooring manufacturer for applications
indicated.

Page 1of 5

UHEFE/RESTLEENT TILE ]‘LGORIVG PEASONNEL DEPARTMENT THIRD FLOOR GERS
BLiLDi\G 5T THOMAS BEVLES




SECTION 09651 —~ RESILIENT TILE FLOORING
DEPARTMENT OF PERSONNEL ~ GERS BUILDING THIRD FLOOR
St. Thornais: . S, Virgin Islarids

B. .P\dheswes: Water-resistant type recomimended by manufactuser fo suit resilient
products dnd substrate conditions indicated.

C. f_M’efc:I Edge Strips:- Exfruded aluminum with miil finish of width shown, of height
required to protect exposed edge of files, and in maximum available lengths to.
‘minirize runping. joints,

PART 3 - EXECHUTION

E3.1 EXAMINATION

53'2 PREPARATION

Al Examine. substrates, areos, and condilions whers instaliation of résilient products will
‘oceur, with Installer present; for compliance with manufaciurers requirements.
Verify that substrates and conditions are sohsfoctory for resifient product msfalluhon
and comply with requirements specified.

B. Iconcrete Subfloors: Verfy that congrete slabs comply with ASTMTE 710 and the
followin
1. E%Ic:nb substrates cre dry and free of cuing compaiunds, séaiers, hardeners,:
and.other materials that may interfere with adhesive bond. Delermine
adhesion and dryness characteristics by performang bond and molsiure tests
_ recommended 5y flodring manufacturer.
e Subfloors are free.of cracks, ridges, depressions, scale, and forEign deposns

C. Do rot proceed with instailation unitil Unsatisfactory conditions have been
Corrected,

A, ‘General: Comply with resiiient product manufacturer's witten instaliation
instructions for preparing substrates indicated o receive resiient products.

‘B Usefroweldble leveling end patching compounds, éccording to manufacturer's

written instructions, to fill cracks, hales, ahd ‘depréssions in substrates.

C. :'Rernove codfings, including curing compounds, and other substances that are:
mcompahbie with floaring adhésives.and that contdin sodp; wax, oll, or sificorie;
using meéchanical migthods recomimended by manufactyurer. Do not usé solvents.

D. Broom and vacuum cleéan subsirates to.be cavered immediately béfore product
installation. After cleaning, examirie subsirates for moisturg, alkaline salfs,
carbonation, or dust. Do 'not proceed with installation unill unsatistactory
condifions-have been comected.

3.3 TILE INSTALLATION

Page3of 5-
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A. Géneral: Comply with tile manufacturars wiitteh installation instructions.

B, Lay out files from center marks established with prAncical walls, discountfing rinor
offsels, so files af opposﬁe edges of raom are of equal width, Adjust asnecessary fo cv0|d
usirig cut widitis that equal less than one-haif of a file at perimeter.
1. Lay files square with room auds, Uniess.otherwise thdicated.

C. Match tiles for color and pattém by selecting Hles from carons in the saime

sgquence s manufactured and packaged,if so.numbered. Cut tiles neatly
around all fixiures. Diseard broken, cracked, chipped, or deformed files.

CRESILIENT TIGL FLOORINGIPERSONNEL BEPARTMENT THIRD FLOOR GERY

BUILDI’\G 5T T!'!QWAS S-S



~ SECTION 09657 — RESILIENT TILE FLOORING
DEPARTMENT OF PERSCNNEL - GERS BUILDING THIRD FLOOR
5t. Thornas U. 5. Virgin Islands

1. Loy tiles with grain running in one direction.

Sc'rib.e,.cui.,anc_j fit tiles to bult neatly and tightly te vertical surfages and permanent
fixfures, including buill-in fumiture, cabinets, pipes, eutiets, edgings, door frames,

{hresholds, and Hosings.

Extend files info foe spaces; door reveals, closets; and sinilar epenings,

Mdainidin feference micrkers, holes, and openings that are in place érmarked for

future cutling by repeating on finish flooring as. marked on subfioor. Usé chalk or

other nonpermanent, nenstaining marking device.

L\dhere tiles fo-flooring substrates using o full spread of adhesive applied to

substrate fo comply with tie manufacturer's wiitten instructions, including those for trowel

rlo‘rchtng, adhesive mlxmg and adhesive open and working Tlmes

‘Provide completed instaliation without apen eracks, voids, raising and
puckering at joints, felegraphing of adhesive spreader marks, and other
surface impérfectiors.

1. Hand roltfiles according 1o tlemanufacturer's wiitten instructions.

13.“1 RESILIENT ACCESSORY INSTALLATION

H
A

General: install resiient accessories according to manufacturer's wiitten installation
instruciions.

IApph/ resilient wall base fo walls,-columns, pilasters, easewoik and cabinets i toe

spaces, and other permanent fixtures.in rooms and areas where base is required,

1. Install wall base in lengths as fong-as practicable without gaps at seams: and
with tops of adjacent pieces Girgned
2. Tightly. adhere wiall base 1o substrate fhroughoutlength of edch piece, with

base In continueys contact with horizontal and vertical substrates..

3, Do not stretch base: durinig instaliation.

'IOn'mcs_onry surfaces or other similar ireguior substrates, fil voids clong top.edge of

resilient wall base with-manufaciurer’s recommended adhesive filermaoterial.
1. install premolded outside and inside corners before installing straight pleces.

Place 'resiltenf accessories so they are _b_uifedfb adiacéent materials and bondto
substrates with adhesive, installreducer siips at edges of flooring that would
oiherwise be éxposed..

3.5 CLEANING AND PROTECTING

A.

Pagedof5°

Perform the following operations immediately affer installinig resiient products:
1. Remove adhesive and other surface blemishes using cledner
recommended- by resilient product manufaciurers.

2. Sweep or vacuum floorthoroughly.

3 Dé not wash:floor untll after fime period recommended by floodring
manufacturer,. _

4. Damp-mop {leor to remove marks and soil,

Protect flooring against mars, marks, indentations, ond other damage from

-constuction eperations and plocemem of equmem‘ and fixtures during - the

remainder of construction period. Use protection methods indicated or recommended in
writing by floofing manufacturer.

ERASFIRESILIENT TiLE FEUUR!NKJ;?ER&D\‘JIL DFP’\RT\*]E\T THTR S FLOOK GERS,
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SECTION 09451 - RESILIENT TILE FLOORING
DEPARTMENT OF PERSONNEL - GERS BUILDING THIRD FLOOR
51 Thomas U. 3, Virgin lslands

1. ﬁpp!y protective floor pofish to floor surfaces that are free from soil; visible.
adhesive, and surface biemishes, if recommended in wilting by
manufacturer,
<] Use comimercially dvdildble product accepidble 1o flooring
marufactuter, Coordindte selection of floor polish with Qvimer's
mainfenance semvice.

2. ECove'r- products installed on floorsurfaces with undyed, untreated building
‘paper unfil iInspection for Substantial Completion,

3. Do not méve heavy dnd sharp objects directly over floor surfaces. Pldce
plywood. or hardboard panels over figoring and under objects while they
are being moved. $|Id6‘ orroll objects over panels without moving: panels.

(i k:lecn floorsurfaces not mere than 4-days before dates scheduled for inspections. antended
to estabiish date of Supstantial Complehon in each area of Project. Clean products
according to manufacturer's wiitten recemmendations.

1. Refore cleaning, stip profeciive floor polish that was dpplied after
completing installaficn only if required o restare polish finishy and if
recommended. by flooring manufaciurer,

D. Aftercleaning, reapply polish o floor surfaces to resfore protective f_!_oo‘r-finish dcc_o'rd'i'ng to
flooring manufacturer's wiitten recommendations. Coordinate-with Owner's mgintenance:
program.

END OF SECTION
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